
































Total Protection 
Solutions TransTrack® 2 065 

FROm-VIEW 

000 

Model System 
Number Voltage 

TK-m-oti5-pI20-FL nov 

TK-m-065-1 P24O-FL 240V 

TK-m-oti5-1SZ4O-FL 120/240V 

TK-m-065-3V208-FL 120/20BV 

TK-m-065-3V380-FL 220/380V 

TK-m-065-3V480-FL 277/4BOV 

TK-m-065-3D24O-FL 120/240V 

TK-m-065-24ONN-FL 240V 

TK-m-065-480NN-FL 480V 

TK-m-065-600NN-FL 600V 

TK-m-065-3V600-FL 347/600V 

cg 
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1175.01 

SIDE VIEW 

L .·2. I 
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All measurements In Inches [mm] 

System Protection 
Configuration Mode MCOV 

I-Phase L-N 150V 
2-wire+grnd L-G 150V 

N-G 150V 

I-Phase L-N 320V 

2-wire+grnd L-G 320V 
N-G 320V 

L-N 150V 
Split-Phase L-G 150V 
3-wire+grnd L-L 300V 

N-G 150V 

3-Phase 
L-N 150V 
L-G 150V 

WYE L-L 300V 4-wire+grnd N-G 150V 

3-Phase 
L-N 320V 
L-G 320V 

WYE L-L 640V 4-wire+grnd N-G 320V 

3-Phase 
L-N 320V 
L-G 320V 

WYE L-L 640V 4-wire+grnd N-G 320V 
L-N 150V 
H-N 320V 

3-Phase L-G 150V 
high-leg DELTA H-G 320V 
4-wire+grnd L-L 320V 

H-L 470V 
N-G 150V 

3-Phase DELTA L-G 320V 
3-wire+grnd L-L 300V 

3-Phase L-G 550V 
DELTA L-L 550V 3-wire+grnd 

3-Phase L-G 750V 
DELTA L-L 750V 3-wire+grnd 

3-Phase 
L-N 420V 
L-G 420V 

WYE L-L 720V 4-wire+grnd N-G 420V 

All tests performed with 6' (152 mmllead length, positive polarity. 
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ANSI/lEEE C62.41.1-2002. C62.412-2002. & C62.45-2002 
Measured Limited Voltage UL Voltage Ratings 

ETF Models All Models All Models UL 1449 2nd Edition! 

A1 Ring Wave B3!C1 Impulse Wave C3 Impulse Wave UL 1449 3rd Edition 

2kV.67A 6kV.3kA ZOkV.10kA Voltage Protection 
180· Phase Angle 90· Phase Angle 90· Phase Angle Ratings 

42V 590V 970V 400/600 
541V 597V 1160V 400/600 
765V 590V 1100V 400/600 

42V 1038V 1660V 800/1200 
541V 1037V 1690V 800/1200 
765V 1037V 1510V 800/1200 

36V 590V 970V 400/600 
283V 597V 1160V 400/600 
56V 9BOV 1490V 800/1000 
322V 590V 1100V 400/600 
36V 590V 970V 400/600 
283V 597V 1160V 400/600 
56V 980V 1490V BOO/I 000 
322V 590V 1100V 400/600 
42V 1040V 1660V 800/1200 
541V 1037V 1690V 800/1200 
63V 1860V 2570V 1500/2000 
765V 1035V 1510V 800/1200 
42V 1040V 1660V 800/1200 
541V 1037V 1690V 800/1200 
63V 1860V 2570V 1500/2000 
765V 1035V 1510V 800/1200 
36V 598V 960V 400/600 
39V 1041V 1326V BOO/1200 
283V 595V 1160V 400/600 
735V 1042V 1495V 800/1200 
31V 988V 1490V 800/1000 
71V 1394V 1629V 1500/1500 
303V 595V 860V 400/600 
525V 1039V 1500V 800/1200 
60V 978V 1300V 800/1000 

919V 1591V 1882V 1500/1800 
50V 1599V 1960V 1500/1800 

1265V 2223V 2433V 2000/2500 
50V 2228V 2421V 2000/2500 

58V 1191V 1722V 1200/1200 
982V 1170V 1794V 1200/1200 
88V 2292V 2898V 2000/2500 
948V 1197V 1624V 1200/1200 

All voltages are peak values (±10%1 measured from the zero reference point at the phase angles referenced above using a 10 display rate and 500 Mega samples/sec sampling rate. 
Specifications subject to change without notice. See web site www.TPSsurge.com for latest revisions. 

©ZOll Total Protection Solutions, ltC 
For Technical Support: TransTrack'- and Total Protection for life' 
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Mobile Link~ 

GENERAC® 
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GENERAC® ACCESSORIES 

Model 006463-1 
UPC:696471064636 

Mobile Link" 

Be in the Know When You1re on the Gp 
Mobile Link is the new cellular remote monitoring system from Generac that lets you check your generator's status even when 
you're away. Using your computer, tablet or smart phone, Mobile Link provides a personalized web portal where you can view your 
generator's status, maintenance schedule, event history and much more. Get emails or text notifications the moment there is any 
change in your generator's status. Customize your notification settings to choose what type of alert you want to receive and how often. 
With Mobile Link, you will always know exactly what your generator is doing, or not doing, when you're on the go. 

Get peace of mind, get Mobile Link from Generac. 

Note: Model 006478-0, Harness adapter kit , is required for use with liquid-cooled units. 
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GENERAC~ 
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Mobile Link" features 
====~======-=================================================================== 

Personalized Web Porta! 

................... ............. . - .......•.. 

«:mD • Current generator status 
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• 

• Frequency during operation 

• Adjustable maintenance schedule and log 

C\II ' ~::I G-;::~, .... ", !'i l :""'~': • Remotely set exercise time 
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Cuo , c,:r f "':t~~JI~ • Status history log 
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• Dealer locator 

• Local weather updates 
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Email 01' Text Notifications 

Compatibility 

Select which notifications you wish to receive and when: 

• Notification of successful exercise 

• Maintenance reminders 

• Change in status (AUTO START/MANUAL START/OFF) 

• Fault notifications 

• Designate up to four different accounts to receive email 
and text notifications 

This system is compatible with air-cooled and liquid-cooled* models that utilize the Nexus ™ or 
Evolution ™ controllers, as well as air-cooled product that utilizes a 2008 or newer LCD style controller. 
Mobile Link is available in the U.S. and Canada and is not compatible with EcoGen systems or with non­
LCD style controllers, such as in CorePower systems. 

*Model 006478-0, Harness adapter kit, is required for use with liquid-cooled units. 

GENERAC~ Generac Power Systems, Inc .• S45 W29290 HWY. 59, Waukesha, WI 53189 • generac.com 
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